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DRY STAC

Rugged, Natural Stone Veneer Cladding

A NEW ERA OF
LEDGESTONE STYLE

This exciting new line of Dry Fit Ledgestone Veneer is quickly
becoming the go-to selection for Architects, Builders, and other
tastemakers who seek the latest urban styles in Stone Veneer. Calling
on some of the finest natural stone from around the world, Surface
Shop’s lineup of Dry Stack Stone Veneers will elevate your next project.
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DRY STACK LEDGESTONE Specs

Dry Stack comes as loose format material in rough cut shapes and sizes, which
has been sawn-cut on the back for ease of installation. Masons chip and fit this
material on site, giving life to your walls. The dry stacked look is highly coveted
among natural stone purists as it's seen by many as the most technically advanced
and beautiful look for a loose stone wall.

Unit Dimensions Weight

Random pieces: Sizes Vary by Color | Free Length Typically: 4"-18”
Thickness: 0.75” - 2”

INSTALLATION TECHNIQUES

TR y

less than

15
Ibs/sq ft

100% Dry Stack

Using all Dry Stack material is
the most common way to work
with this series, and will provide
your installation with an organic
and structured linear appearance
on the wall. Mockups are
recommended.
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PACKAGING & USAGE SPECS

SqFt/ Corner Installer UsS.
Crate Typer Type Stock
110-120* L-Shaped Mason Yes*
Interior Exterior Freeze / V'Vet.
Thaw Applications
v v v v

*Quantity/crate and stock quantities will vary by color,
inquire with a Surface Shop Pro for more details.

50/50 Dry Stack &
Terra Form™ Mix

Another method is to mix in
our Terra Form™ material to
create a customizable blend
with larger vertical pieces to
break up the linear structure
inherent to dry stack.

Contact us for samples, pricing,
and technical assistance.

(855) 696-9802
www.TheSurfaceShop.com
info@TheSurfaceShop.com




